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SECTI ON A - SUPPLEMENTAL | NFORVATI ON

1. The purpose of nodification PO0003 is to extend the delivery schedule in exchange for consideration in the formof funds spent in
attenpt to correct delinquencies. This nodification will also redefine "induction" by nmeking the follow ng changes (all text changes are
followed by a single asterisk, unless the change is to a SLIN narrative):

a. Section C, paragraph C 1.1.1, change the text

From "C.1.1.1. Contract Performance and Duration: Each vehicle shall be processed and rebuilt within 100 days from
the date of receipt at the contractors facility, to the date of Governnent acceptance of the vehicle follow ng rebuild.
The duration of the contract istw years fromthe date of award plus a one year option period."

To: "C.1.1.1. Contract Performance and Duration: Each vehicle shall be processed and rebuilt within the specified cal endar days
fromthe first business day after the issuance of an induction notice (see C.1.5.1) to the date of CGovernnent
acceptance of the vehicle following rebuild as |isted bel ow. The duration of the contract is two years fromthe date
of award plus a one year option period. |If the due date falls on a weekend, then the due date will default to the next
government business day at RRAD. |f the due date falls on a government holiday or RRAD shutdown, the 100 or 156 day
cycle will stop during the break and resume on the next governnent business day at RRAD.

Cal endar Days to

I nducted Vehicle No.s Gover nnent _Accept ance
1to 53 100
54 to 200 156
201 + 100"

b. Section C, paragraph C. 1.4., change the text

From : "C.1.4. Vehicle Receipt: Vehicles will be shipped by the Government to RRAD. The Governnent shall notify
the Contractor of incomi ng vehicles by serial nunmber prior to the vehicles arrival. Upon receipt, the vehicle chassis
and rmount ed equi prent shal |l be recorded by nopdel nunber and serial nunber, and be thoroughly inspected by
the contractor, RRAD, and a |local DCVA Quality Assurance Representative (QAR). If a vehicle is received at
RRAD wi thout prior notification, the contractor shall notify the COR who will provide direction within three (3)
wor ki ng days regarding the disposition of the vehicle."

To: C.1.4. Vehicle Receipt: Vehicles will be shipped by the Governnent to RRAD. The CGovernnent shall notify the
Contractor of incomng vehicles by serial nunber prior to the vehicle's induction. Vehicles received but not yet
inducted shall be inspected by the contractor and a | ocal DCVMA Quality Assurance Representative for planning purposes
and may be classified as an induction candidate. |If a vehicle is received at RRAD wi thout prior notification,
the contractor shall notify the COR who will provide direction within three (3) working days regarding the disposition
of the vehicle.

c. Section C, paragraph C 1.5, change the text

From "C.1.5. Inspection and Teardown: The inspection, as set forth in C 1.4, shall be conducted jointly by the Contractor,
RRAD and a Governnent inspector. The vehicle is considered inducted at the time the vehicle is inserted into RESET
production line, following the joint inspection between TVS, RRAD and the Governnent inspector. The I|nduction
start date may be readjusted in circunstances where an owning units vehicle will take priority over surplus vehicles
that have been inducted fromthe assets being stored at RRAD."

To: "C.1.5. Induction, Inspection and Teardown: The COR shall decide on the specific vehicles to be inducted, on a nonthly
basis, at a rate not to exceed those specified in paragraph C. 12. A vehicle is considered inducted upon witten
notification fromthe COR  An email nessage to the contractor is considered to be witten notification. Upon induction,
the vehicle chassis and nmounted equi pment shall be recorded by nodel nunber and serial nunber. An |nduction date may be
readjusted in circunstances where an owning units vehicle will take priority over surplus vehicles that have been
inducted fromthe assets being stored at RRAD."

d. Section C, paragraph C. 1.5.: renunber as C. 1.5.1.

e. Section C, paragraph C 12, change the text

From "I'nduction of Vehicles. Vehicles may be inducted at RRAD at the follow ng rates:
DAC Maxi mum | nduction Quantity (per week)

0 - 40 0
41 - 47 1
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48 - 54 1
55 - 61 4
62 - 68 4
69 + 8"
To: "I nduction of Vehicles. Vehicles may be inducted at RRAD at the follow ng rates:
DAC Maxi num | nduction Quantity (per week)
0 - 40 0
41 - 47 1
48 - 54 1
55 - 61 4
62 - 68 4
DAC I nduction Quantity (per RRAD busi ness day)
69 + 2"
2. In exchange for this delivery schedul e extention the contractor agrees to waive any and all clainms for reinbursenent for costs

it may have incurred as the result of delays or any other performance issues on the part of Red River Arny Depot or its
enpl oyees, that may be attributable to the Governnent.

3. Al other terms and conditions of the contract remain unchanged.

*** END OF NARRATI VE A0003 ***
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SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT

C.1. General: SCOPE OF WORK

This scope of work covers the rebuilding of the Fam |y of Medium Tactical Vehicles (FMIV A0 and Al configurations). For purposes of
this contract, the Family of Medium Tactical Vehicles (FMIV) includes the LMV 2.5 ton and MIV 5 ton vehicles. The overall objective
of this programis to rebuild the vehicles to Condition Code A (like new) + 3D level. No FMIV Vehicles purchased under Contract
DAAEO7- 03- C-S023 wi |l be RESET under this contract.

C.1.1. Contract Requirenments: The contractor shall rebuild FMIV Vehicles to Condition Code A which is defined as new, used,
repaired, or reconditioned material that is serviceable and issuable to all customers without limtation or restriction. Except as
otherw se specified in this SON the performance of the vehicles shall satisfy the Vehicle Specifications ATPD 2131 dated 17 Dec 1996
and ATPD 2131A dated 07 May 1998, (currently in the Contractors possession) and the A0 or Al Technical Data Package (TDP) dated 31
Aug 05. No Al Rebuy technology is to be inserted during the rebuild process.

* C.1.1.1. Contract Performance and Duration: Each vehicle shall be processed and rebuilt within the specified cal endar days from
the first business day after the issuance of an induction notice (see C.1.5.1) to the date of CGovernnent acceptance of the vehicle
following rebuild as listed bel ow The duration of the contract is two years fromthe date of award plus a one year option period.
If the due date falls on a weekend, then the due date will default to the next governnent business day at RRAD. |f the due date
falls on a government holiday or RRAD shutdown, the 100 or 156 day cycle will stop during the break and resume on the next governnent
busi ness day at RRAD.

* Cal endar Days to

* I nducted Vehicle No.s Gover nnment _Accept ance
* 1to 53 100

* 54 to 200 156

* 201 + 100

C.1.1.2 Location of Performance: Performance of all vehicle repair work, except for the cabs, shall be perforned at Red River Arny
Depot (RRAD), which shall be a subcontractor to the Contractor. The Contractor shall furnish new or refurbished cabs to RRAD (see
paragraphs C. 2.6. and H2.). |If RRAD is unable to perform(quality and schedule) and the parties agree a revision to the |ocation of
performance is required to neet contractual delivery schedules, the parties will enter into discussions regarding an equitable
adjustnment to this contract.

C.1.2. Configuration Managenent: The Contractor shall inplenment best commercial practice configuration control methods and
procedures to acconplish the functions of configuration identification, configuration control, configuration status accounting, and
configuration data managenent. Contractor format for records and reports is acceptable.

C1.21 The Contractor shall utilize the npst current (AO0) TM 9-2320-365-34; (AO0) TM 9-2320-366-34; EMD195. (TMs are currently in
the Contractor's possession) for the purpose of rebuilding the vehicles. Al A0 nodels will be rebuilt to the latest configuration
depicted in the FMIV A0 TDP, except for any deviation fromthe TDP that is necessary to acconmpdate replacement of obsol ete and/or
unavai | abl e parts, documented per C.1.2.3. Al Al nodels will be rebuilt to the configuration depicted in the FMI'V AL TDP that was
in effect at the time it was originally built, except when it is nore cost effective to replace parts, or it is necessary to
accommodat e repl acenent of obsol ete and/or unavail abl e parts docunmented per C. 1.2.3.

C.1.2.2. Rebuilt vehicles nmust nmeet the performance requirenments of ATPD 2131 for AO vehicles, and ATPD 2131A for Al vehicles.

C.1.2.3 |If, during the rebuild process, the Contractor deternmines that the parts identified in either the AO or Al TDP are obsol ete
or cost ineffective, the Contractor shall prepare and submt a Request for Deviation (RFD) to docunment any proposed changes to the
A0/ Al TDP. These RFDs will be prepared and submitted in accordance with the requirements of CDRL A001, DI-CMAN- 80640C and the
instructions provided at Attachnent 1. The Covernnent shall provide a response within five (5) working days, or provide a day for
day extension to the time schedul e.

C.1.3. Applicable Vehicle Configurations: Each vehicle shall be rebuilt to its original configuration, with the exception of parts
that have been deened obsol ete, unavail able or cost ineffective, and replaced in the TDP consistent with the requirements of C. 1.2.3.

LMV

MLO78 Car go
MLO81 Cargo LVAD
MLO79 Van
MLO78Al1 Car go
MLO79A1 Van



Reference No. of Document Being Continued Page 5 of 11

CONTINUATION SHEET
PIIN/SIIN WB6HZV- 06- D- 0345 MOD/AMD P00003

Name of Offeror or Contractor: STEWART & STEVENSON TACTI CAL VEHI CLE SYSTEMS, LP

Mrv

MLO83 Car go

MLO93 Cargo LVAD
MLO84 Cargo W MHE
MLO88 Tract or

MLO89 W ecker

MLO90 Dunp

ML094 Dunp LVAD
MLO86 Cargo LWB W VHE
MLO83A1 Car go

MLO84Al Cargo W MHE
MLO88BAL Tract or
MLO89A1l W ecker
MLO86A1l Cargo LWB W MHE
MLO85A1 Cargo LWB
MLO90A1 Dunp

* C.1.4. Vehicle Receipt: Vehicles will be shipped by the Government to RRAD. The CGovernnent shall notify the Contractor of incom ng
vehicles by serial nunber prior to the vehicles induction. Vehicles received but not yet inducted shall be inspected by the contractor
and a local DCVA Quality Assurance Representative for planning purposes and may be classified as an induction candidate. |If a vehicle
is received at RRAD without prior notification, the contractor shall notify the COR who will provide direction within three (3) working
days regarding the disposition of the vehicle.

* C.1.5. Induction, Inspection and Teardown: Induction, Inspection and Teardown: The COR shall decide on the specific vehicles to be
inducted, on a nonthly basis, at a rate not to exceed those specified in paragraph C 12. A vehicle is considered inducted upon witten
notification fromthe COR  An enmil nessage to the contractor is considered to be witten notification. Upon induction, the vehicle
chassi s and nounted equi pnrent shall be recorded by nodel nunber and serial nunmber. An Induction date may be readjusted in circunstances
where an owning units vehicle will take priority over surplus vehicles that have been inducted fromthe assets being stored at RRAD.

* C.1.5.1. A detailed "Receiving/lnspection Report (CDRL A002), in the Contractors format, verified and signed by the | ocal DCVA QAR
shall remain on file with the Contractor and shall be available for a period of five years after contract closeout. General condition of
the vehicle, including all missing, damaged, destroyed, or non-standard conponents shall be notated and recorded on the

Recei ving/ | nspection Report. |If the contractor determnes that a vehicle is not capable of being rebuilt the Contractor shall advise the
TACOM PCO and obtain PCO concurrence before disposal.

C.1.5.2. Kits: Any vehicle received with a conplete approved supplenental kit in accordance with C. 1.2.2, including but not linmted
to, machine gun ring nount kit, digitization kit and tow pintle kit, shall be annotated in the inspection record and reinstalled upon
the vehicle. If a vehicle is received with an inconplete approved supplenmental kit, the kit shall be renoved fromthe vehicle and
scrapped.

C.1.5.3. Troop Seat Kits: Troop Seat Kits shall be repaired or replaced as required.

C.1.5.4. Non-Standard Itens: Non-standard items found on inconmi ng vehicles shall be annotated on the inspection record. Disposition
instructions for non-standard itenms shall be provided by the PCOw thin 30 days of notification.

C. 2. Vehicle Rebuild Requirements: The Contractor shall bring the vehicle up to Condition Code A as defined in paragraph C. 1.1.

The Contractor shall maintain the configuration as defined in C 1.2.1, for each vehicle presented for rebuild. No new technol ogy
shal | be incorporated into the rebuild process unless a part has becone obsol ete, unavailable or cost ineffective, or as directed by
the PCO Any new technology will be incorporated as a separate line in the contract. Conponents shall be rebuilt, not replaced, to
t he maxi mum extent possible, unless replacenment is nore cost effective. The Contractor shall summarize the material and | abor
performed on each vehicle on a rebuild summary checklist, developed in contractor fornmat (CDRL A003). The Contractor shall perform
the followi ng tasks on all vehicles in the rebuild process:

C 2.1. Frame Assenbly: The frane assenbly shall be cleaned to a degree that allows for a thorough inspection. Al conponents
shall be renoved except for cross nenbers, fender braces, gussets, m scellaneous clanps, brackets and rel ated hardware, unless
evidence of Stage 2 or greater corrosion exists in the immediate area. The Contractor shall inspect each frame for signs of

corrosion, permanent torsional or |ongitudinal warping, excessive tw sting and deflection due to bending, and for both vertical and
I ongi tudi nal cracks. The contractor shall overhaul, or replace each frame assenbly to the extent necessary to ensure franes are
corrosion free, and there is no permanent damage to any portion of the frame assenbly. Wen a vehicle requires franme rail

repl acenent and has 60KSI frame rails, both frame rails shall be replaced with 110KSI frame rails. The Contractor shall repair or
replace all worn or damaged brackets, nounts and assenbly conponents that cannot be repaired or rebuilt.
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C. 2.2. Axles: The Contractor shall disassenble all axles, including the differential sub-assenblies, and rebuild or replace to the
axl e OEM specifications.

C.2.3. Truck Engines and Accessories: The engine and engine accessories shall be rebuilt to NMAR 9-2815-272, or replaced with a
current production nodel. The Contractor shall replace, not repair, cracked engine bl ocks or heads.

C.2.4. Starters and Alternators: All starters and alternators shall be rebuilt in accordance with C 1.2.1, to the original or |atest
configuration, or replaced in accordance with the current production configuration, with the exception of any Delco Starter, which
shal |l be replaced with conpatible current production starter.

C.2.5. Transm ssion and Transfer Case: The transmnission and all accessories shall be rebuilt to NMAR 9-2520-580 specifications, or
replaced with conpatible transm ssions and accessories.

C.2.6. Truck Cab and Conponents: The Contractor shall rebuild or replace the cab and conponents in accordance with in accordance
with C.1.2.1. The contractor shall notify the Governnent of the need replacenent cabs, and, if available, the Governnment shall

provi de used, structurally sound, GFM Cabs. |f GFM assets are not available, the contractor shall replace cabs with new cabs. The
Gover nment recogni zes that the LVAD cab is a long lead itemthat may take nore than 100 days to acquire. Under certain
circunstances, the Governnent may provide LVAD cabs as GFM The Contractor shall notify the PCO and obtain dispositions instructions
when an incoming inspection indicates that an LVAD cab requires replacenent.

C.2.7. Cargo Bodi es and Stowage Boxes: The Contractor shall rebuild or replace the cargo body and stowage boxes in accordance with
C.1.2.1. Unnecessary holes shall be plugged, patched or re-drilled to standard.

C.2.8. Radiators: The radiator shall be rebuilt, or replaced as necessary, in accordance with C. 1.2.1.

C.2.9. Driveline Conponents: The Contractor shall inspect and repair or replace driveline conponents in accordance with C 1.2.1.
C.2.10. Hydraulic Punps and Power Take-Offs (PTGCs): The Contractor shall rebuild or replace the PTO | AWCEM (DANA Corp.) Wien an
CEMrebuild kit is available, all applicable conmponents of the rebuild kit shall be installed. The hydraulic relief valve shall be
tested for proper operation. The valves shall be replaced if they fail to neet OEM specifications.

C.2.11. Lights: Incandescent |ight assenblies shall be upgraded with LED lights on all vehicles.

C.2.12. Brakes: The brake systemshall be inspected and repaired or replaced as necessary, in accordance with C. 1.2.1.

C.2.13. Wnches and Cranes: The Contractor shall inspect and repair or replace all w nches and cranes and associ ated conponents as
necessary, in accordance with C.1.2.1. The Contractor shall perform Load Testing and Crane Certification as specified in Annex E of
SCN 001 to ATPD dated 020328, included as Attachment AO011.

C.2.14. Troop Seats: The Contractor shall repair or replace the troop seats in accordance with C 1.2.1.

C.2.15. Final Paint: Al vehicles shall be painted in the same exterior color as received. The cab interior color shall be green or
shal | be repainted green if necessary.

C.2.16. Tires: Tires shall be replaced if tire wear exceeds 50% if there is any visible danage, or if dry rot exists, in accordance
with RESET Tire Replacenent Criteria MFE7417 dated 7 June 2004.

C.2.17. Kits: If the cost of individual replacenent parts exceeds the overall price of the kit, a new kit shall be installed.

C.2.18. Electrical Conponents: The Contractor shall inspect all electrical conponents and wiring and repair or replace as necessary,
in accordance with C. 1.2.1.

C.2.19. Mandatory Repl acenent Parts: The follow ng parts shall be replaced on every rebuilt vehicle:

- W per bl ades.

- Ether Start Bottle.

- Al filter elenents.

- Fasteners and fittings renoved during the rebuild process.
- Air and all non-netallic hoses

- Al drive belts.

- Al fluids.
- Batteries and battery cables
- Seals

- Universal joints
- Brake shoes
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- Air dryers

- Standard bul bs

- Delco starters

- Orings

- COdoneters

- Hydraulic fittings, hoses, fluids & quick disconnects
- Shock Absorbers

- Power Steering Punp

- Air Conpressor

- Basic Issue Itens, unless otherw se advi sed by PCO
- Cab Air Bags

- Cab Power Unit

- Latch, Cab Latch

- Magnetic Speed Sensor

- Seats

- Defroster Cover

- Heater/Guard Assenbly

- Safety Belts

C. 2.20. Retrofit: The Contractor shall retrofit all rebuilt vehicles with applicable HAC upgrades if they have not already been
incorporated onto vehicles prior to receipt, under contract DAAEO7-00-C- S069. All vehicles shall be retrofitted with GFE EM Junper
Cabl e.

C.2.21. Maintenance Wrk Order (MMD): The Contractor shall apply MAD 2320-313-55-1 to all MLO88 tractors presented for rebuild with
S/'Ns |l ower than 14482 that have not had this MAD applied. The Contractor shall also apply Wecker Pin Kit, P/N 57K2048 to all
wreckers presented for rebuild. Part nunber P-564-010026 (knuckle) nmay be repaired or replaced in accordance with C.1.2.1. The parts
for the application of the MAD shall be provided by the Governnment as GFE.

C. 2.22. Safety and Product Recalls: The Contractor, at its own expense, shall inspect each engine HEU Line, CAT Inlet Heater Relay,
and CAT Rivet and correct any defective incorrect installations and/or replace any missing hardware identified at no additional cost
to the Government.

C.2.23. Preventive Mintenance Checks and Services (PMCS): The Contractor shall performall annual -10 and -20 PMCS procedures
during the rebuild process and annotate PMCS performed on the rebuild sumary checklist. PCMS procedures performed shall be in
accordance with Rev. 1 to the IETMfor the Al configuration, and Change 2 to the TMd-2320-365 and TMD-2320-366 Series for the A0
confi guration.

C. 3. FMIV RESET WARRANTY (PARTS ONLY)

C.3.1. Hand-Of Warranty: Not withstanding inspection and acceptance by the Government of the rebuilt vehicles and services

provi ded under this RESET contract or any other provision of this contract concerning the conclusiveness thereof, the Contractor
hereby warrants that the vehicles conformto the perfornmance and manufacturing requirenents specifically delineated in this contract
and the specifications referenced therein, and will conformto the perfornmance requirenents defined in the appropriate ATPD. The
warranty is the same for CONUS and OCONUS. Under this warranty, the Contractor shall be liable for the correction of all
failures/defects discovered followi ng final acceptance (DD250) of the vehicles up to and including vehicle hand-off to the user
(soldier), as evidenced by entry into the users (soldiers) hand receipt or property book. The Contractor shall provide repair parts.
Al labor to correct hand-off defects will be perforned by the Governnent or the Governnents representative. The Contractor shall
not be responsible for transportati on damage.

C.3.2. Material and Wrkmanship Warranty: Notw thstandi ng inspection and acceptance by the Government of the rebuilt vehicles

furni shed under this contract, or any clause concerning the conclusiveness thereof, the Contractor warrants that the rebuilt vehicles
will be free fromdefects in material and workmanship and will conformto the requirenments of this contract for the duration of 13
months follow ng the shipnment of the rebuilt vehicle fromthe Contractors facility. This 13 nonth warranty shall automatically begin
if rebuilt vehicles are shipped in place at RRAD | onger than three (3) nonths. This warranty covers the conplete vehicle, parts
only, except for accident damage, misuse, alterations, damage due to |l ack of maintenance or use of fluids/lubricants not reconmended,
and except for normal maintenance and schedul ed service itenms such as filters, screens, fluids, w ndshield w pers and brake shoes.
Additionally, no warranty clainms shall be subnmitted for |less than $300.00 total value (parts only). The warranty is the same for
bot h CONUS and OCONUS.

C.3.3 Governnment Correction: The Government will performcorrective actions/repairs for warranted conponents. The Contractor

shal | ship replacenment parts in support of Government corrective actions within three (3) working days of notification. |If the
Contractor is unable to nmeet the three (3) working day requirenment, the site will be notified of any delay and the anticipated
Contractor ship date. CONUS requirenments will be shipped to the repair location, including Al aska and Hawaii. OCONUS requirenents

will be shipped to a Government provided APO or CONUS Port of Enmbarkation. The Contractor will not be responsible for any danages or
| osses occurring during transportation after receipt of conponents at the U S. Postal Service or CONUS Port of Enbarkation.
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C. 3.4 Notification: Wien a rebuilt vehicle is returned to its unit, witten notification, which includes electronic mail of a hand-
off warranty claim will be provided to the Contractor by the PCO or the PCOs authorized representative, which may be the owning
unit personnel and/or a Governnment fielding support Contractor. This notification shall constitute the formal warranty claim

For Material and Workmanship warranties, the Contractor shall be notified of warranty clains by an authorized Government official or
the CGovernnents representative in witing, which includes electronic nmail. Such witten notification starts the performance period
for the Contractor shipnment of parts.

The notification for Hand-off and Material and Worknmanship warranties shall include, but not necessarily be limted to: applicable
equi pmrent serial nunber, mileage, defective part number or NSN, replacenent part nunber(s) or NSN(s) required to conplete repairs,
circunmstances surrounding the failure of or defect, detected in the part, point of contact, comrercial telephone nunber, ensil

addr ess, shipping address.

C.3.5 Contractor Rights and Renedies: The Contractor has the right to inspect parts found to be defective under the Hand-O f and
Material and Workmanship warranties. The Contractor will be allowed to take possession of failed parts follow ng their replacenent
upon request as long as such request is made by the Contractor within thirty (30) days of shipment of the replacement part(s). All
such parts which the Contractor takes into possession will be identified by the Contractor with all the information necessary to
later identify the vehicle fromwhich the part was renmpbved and the associated mleage at tine of renoval. Al freight charges for
the return of defective/failed parts released to the Field Service Representative or otherwise returned are the responsibility of the
Contractor.

C.3.6 Warranty Data-Base: The Contractor shall maintain a warranty data base that captures the followi ng information: warranty

cl ai m nunber, custoner clai mnunber, date of custonmer claim custoner |ocation, equipnent serial nunber, operating nmiles on the

equi pmrent, part nunbers or National Stock Nunbers of the defective supplies, the circunstances surrounding the defect, denied clainmns,
and the date the claimis closed. The Contractor shall provide the Government with the above nmentioned data in el ectronic Excel
spreadsheet format | AWCDRL A004. Each delivery of the report shall be cumul ative.

C3.7 Warranty Technical Bulletin: The Contractor shall develop a Warranty Technical Bulletin in accordance with M L-PRF-63034B
| AW CDRL A005.

C.3.8 Invalid Warranty d ains: Wen analysis of failed parts reveals no defect/failure or a defect/failure outside the terns of
this clause, the Contractor is entitled to reinbursenent by the Governnent of the cost of the failed part and any rel ated shipping
expense.

C.3.9 Any failed conponent covered by a warranty under contract DAAEO7-98-C-M05 shall be replaced under that contract, at no cost
to the Government.

C. 4. Scrap:

Sur pl us/ Excess: Except for cabs, conmponents or material renmoved fromvehicles, that are no Ionger usable, including the crates that
used cabs are delivered in, shall be declared scrap and title shall transfer to the Contractor to be disposed of; utilizing the
Contractor's approved standard scrap disposition procedures. As directed by the PCO scrapped vehicles will be disposed of at the
DRMO facility, RRAD. Upon Government approval, usable naterial may be renopved from scrapped vehicles, including for use on other
RESET vehi cl es. The contractor nay al so renpve material frombattle danaged cabs prior to being sent to DRMO. At no additional cost
to the Government the contractor shall turn in battle damaged cabs to the DRMO facility at RRAD. C. 5. Quality Assurance:

C.5.1. Quality Policy: The Contractor shall have a docunented quality programthat as a mininmm neets the requirements of |SO 9001-
2000 or equivalent. Al work to be performed within the scope of this SONshall be conducted by qualified personnel in accordance
with an approved Quality Control Plan (QCP). If work cannot be acconplished as described by the QCP or would result in defective
product, all work shall be stopped and not resumed until the QCP is anmended to reflect the appropriate work practice.

C.5.2. Audits: Internal quality audits for this contract project shall be performed by qualified auditors in accordance with
paragraph, 8.2.2 of |SO 9001-2000 or equival ent.

C.5.3. Qality Planning: For the purpose of this contract the Contractor shall devel op and document a control plan that defines:

I nspections to be perforned prior to and after receipt of vehicle,

Quality objectives to be obtained through the rebuild process,

Process charts that describe the process flow,

I nspection and test activities specific to the RESET program

Criteria for product acceptance.

Docunmented work instructions that detail specific tasks, this shall include but is not limted to:

TP a0 o

1. In-process Quality (QCl) monitoring and neasurenent of processes and product
2. Specifications and standards that directly effect product quality
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Pai nting

Wl di ng

Trai ni ng

Control of non-conform ng product
Uni que Custoner requirenents

Nookrow

C.5.4. Quality Records: The contractor shall establish and maintain records that are legible and identifiable to this contract. Such
records shall be filed and indexed in a logical fashion that will allow for easy and tinely retrieval. QA records may include:

- Quality work plans and revisions - Qualification and training
- Analysis records - Software records

- Revi ew docunentati on - Inspection docunentation

- Final deliverable reports - Results of internal audits

Al records of inspection, exam nations, certifications, tests, supplier audits, and purchase orders shall be retained by the
contractor for a period of five years after contract close out. These records shall be nmade available to the Governnent upon
request. In addition, where product or process deficiencies have occurred, the contractors records shall provide docunentation that
fully describes the root cause of deficiencies and corrective actions taken.

C.5.5. ldentification and Resolution of Conditions Adverse to Quality: A condition adverse to quality shall be identified when a
requirenent of the control plan or the TDP is not net or when workmanship is considered suspect. Such conditions shall be docunented
and reported in accordance to the contractors approved deficiency reporting system The contractors Lead Quality Assurance
representative shall determne if the adverse condition is significant enough to initiate a stop work order. If a stop work order is
initiated the Lead QA representative will notify the contractors Project Leader and appropriate Government Quality Assurance
Representative. A significant condition is one that if left uncorrected could have a serious effect on mission capability or public
safety. For all conditions that are adverse to quality, including significant conditions, the contractors Project Leader shall
ensure that a teamis assenbled to performan investigation to determi ne the extent and inpact of the condition, take appropriate
renedi al action, determ ne root cause and take action to prevent recurrence of the condition. The contractors QA Lead shall notify
the Governnment QA representative who shall either concur or non-concur with the proposed short termand long termcorrective action.
Corrective actions shall be closed in a tinmely manner, not to exceed 30 days and verified by the designated Government QA
representative.

C.6.6. Wl ding: The contractor and or supplier may utilize their current docunmented wel ding program As a mninumthe contractor
and or supplier nmust provide, the name of the welding process to be utilized, the quality requirenents used for managing all aspects
of the welding process, a clear definition of the weld inspection criteria, including frequency and depth of inspections and all

ot her docunentation pertinent for controlling the welding program The Contractor shall also identify the guidelines utilized for
qual i fying wel di ng processes and personnel. The contractor shall subnit this information for Government review and approval prior to
perform ng wel ding operations for the contract. |f the Contractor previously qualified welding procedures under another DoD
contract, the PCO may wai ve the requirenments of this clause. The Contractor nust submit such a request to the PCOin witing,
identifying the previous contract(s) under which the Contractor qualified procedures that produced acceptabl e workmanshi p speci nens.
The Contractor may use previously qualified weld procedures provided ALL the follow ng requirenents are net:

a. The wel d procedure was qualified and approved on a previous DoD contract
b. The Contractor has certified welders and equi pnent
c. There was no break in production for nore than six nonths
d. A favorable quality history
C. 6.6.1. Wel di ng | nspection: For the purpose of this contract, weld quality and worknmanship shall be verified by qualified

personnel trained to performall aspects of weld inspections. Acceptable training may be based on current or previous certification
as an AWS Certified Welding Inspector; current or previous qualification by the Canadi an Wl ding Bureau (CWB); or an engi neer or
technician by formal training or experience, in netals fabrication, inspection and testing, and is conpetent in the use of weld

i nspection techni ques/equi prent .

C. 6.6.2. Wl d Acceptance: Visual inspection and acceptance for non-ballistic applications shall be performed in accordance to the
foll owi ng wel d codes:

a. AWS D1.1 Structural Welding Code, Steel
b. AWS D1.2 Structural Welding Code, Al umi num

C.6.6.3. Surface Treatment and Finish Requirenents:

Al'l exterior and interior painting operations shall be | AWTACOM drawi ng 12420325. |In addition, the contractor shall develop a
rebuild finishing procedure that describes the nmethods used for renpving grease, dirt, soils and other contam nants including
corrosion, and the repair of those conponents that exhibit corrosion induced pin holes and reduced netal thicknesses. The finishing
procedure shall be submtted to the Government for review and approval prior to starting work.
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C.6.6.4. Final Inspection Record: Each vehicle that has been rebuilt under this contract shall be subjected to a conplete final
inspection by the contractor utilizing a contractor prepared, Governnent approved FIR  The rebuilt vehicles shall also be subjected
to the testing specified in the approved FIR  Deficiencies disclosed during the contractors Final Inspection and Test shall be
docunented on the contractors deficiency sheet and included as part of the FIR prior to offering the rebuilt vehicle for Governnent
Acceptance. The contractor shall also provide failure analysis and the corrective action taken to elimnate the root cause of noted
deficiencies. The FIR shall be updated to reflect all manufacturing and engi neering changes that inpact the FIR and/or the final
inspection process (CDRL A001).

C.7. Witten Damage Report: The Contractor shall prepare a witten report in Contractor fornmat that addresses the inpact of danmge
for each fleet of systems LTV 2.5 ton (A0 and Al) and MIV 5 ton (A0 and Al) | AWCDRL A007. The reports shall include the nodel
nunber, serial number and nil eage for each vehicle evaluated, and trend data on types of danmge identified during the rebuild process
as a result of high vehicle usage and environnmental conditions in Southwest Asia.

C.8. Meetings and Briefings: The contractor shall provide updates on the project nmonthly via VIC during the FMIV Program Managenent
Revi ew.

C.9. Access to DoD Supply System

C9.1 Access to the DoD supply systemis permtted through the PCO and the Product Support Integration Directorate (PSID). However,
the governnent bears no responsibility for an inpact to the RESET Programresulting fromuntinely delivery of a part, delivery of the
wong configuration of a part or delivery of a broken part. The PSID will establish a required delivery date of 10 days fromthe date
the contractor's check is received for a TACOM managed itemor items. The contractor will acknow edge receipt of shipments fromthe
supply systemwithin 2 days of the delivery date (notify M. Robert Mlatchie, Enmil address: ntlatchr@acomarny.nml

C9.2 The contractor shall attenpt to order items through their vendor base before requisitioning the Government Supply System

C9.3 Contractor shall process Quality Deficiency Reports (QDRs) for all defective itens ordered thorough the PSID and received from

the Governnent Supply System The CGovernnment will investigate accordingly to deternmine if repair, replacenent or a refund is
warranted. Wien itens are rejected and returned to the supply system the follow ng information should be provided to the TACOM PSI D
(M. Robert Mlatchie, Email address: ntlatchr@acomarny.nl: quantities, docunent nunbers, condition codes, reason the part was

returned, depot the parts were returned to, and the dates the itens were shipped back.
C9.4 At the tine of contract award, the contractor shall provide a listing of all required Governnment managed parts in the format

set forth below The listing will be provided to the PCO The listing will be updated on a quarterly basis until all material
requi renents have been satisfied.

Descri ption Due To Stock

Unit of |ssue Quantity NSN Item

C.10. Red River Arny Depot (RRAD) Statenent: Under the authority of 10 U S. C. 2474, Red River Arny Depot (RRAD) is the Arny's Center
for Industrial and Technical Excellence for Tactical Weeled Vehicles and is available and authorized to serve as a subcontractor to
Stewart and Stevenson Tactical Vehicle System LP for the FMIV program

C. 11 Corrosion Protection Conpound:

C.11.1 Wen required by the Government, Carwell Rust Inhibitor T-32 (CP90) shall be applied.

C.11.2 The salient physical, functional, or performance characteristic specified for the Carwell Rust Inhibitor T-32 (CP90) is as
fol | ows:

C.11.3 If an alternate product is proposed, the product should possess the follow ng attributes:

a) Shoul d be petrol eum based product that controls corrosion on netal.

b) Shoul d not harm pai nted surfaces, CARC painted surfaces, rubber, plastic, glass.

c) Should be non-flanmmabl e and not contain any silicones, solvents, CFC s or any other material classified as hazardous under OSHA
Regul ati on 29CFAR19- 10. 1200.

d) Should Lubricate noving parts and penetrate existing corrosion, seams and cervices.

e) Should have no VOC s as prescribed by EPA 8021 procedure.

f) Can be applied directly on existing corrosion.

g) Can be applied directly on electrical wiring and connectors and directly on batteries and battery posts wi thout affecting voltage.
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C.11.4 The following criteria and testing should be used and proof submtted of conpliance:

a) The product should denpnstrate 90%retardati on of corrosion when tested in accordance with a nodified GW540P. The nodifications
are that the length of the test should be 80 cycles, and actual mlitary doors fromb5 ton vehicles should be used for the eval uation.

b) The product should denpnstrate the ability to control corrosion and keep working nechani snms functioning on conplete 5 ton doors
exposed to a coastal corrosion environnent at TACOM corrosion test site at Cape Canaveral, or an equivalent site.

c) The appearance of a CARC painted surface after the product has been applied should be within JR specifications ML-C 46168D
paragraph 3.3 and conply with the DS2 Resistance M L-C 46168D paragraph 3.6.13.

d) The conductivity should not be greater than 0.2 umhos/cm at 20 degrees (C).
e) Rust Inhibitor nmust be a unique blend of rust inhibitors to control corrosion on all netals. It nust elimnate noisture containing
salt, dirt, and air pollutants fromthe surface of netal to give long lasting protection. It shall also |ubricate noving parts and nust

be an excellent penetrant even through existing rust.

* C.12 Induction of Vehicles. Vehicles nmay be inducted at RRAD at the follow ng rates:

DAC Maxi num | nduction Quantity (per week)
0 - 40 0
41 - 47 1
48 - 54 1
55 - 61 4
62 - 68 4
DAC I nduction Quantity (per RRAD business day)
69 + 2

* Text added or revised by nodification P0O0003.

*** END OF NARRATI VE CO001 ***
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